
These instructions cover standard C6,  grand sport and ZO6 front scoop and grill installation. If you are just 

doing the grill portion on a standard C6, skip the front scoop installation.  

Using the adhesion promotor: Cut the very top off the packet and squeeze the fluid back into the packet as 

you remove the sponge. Fold over the top and reseal it to preserve the fluid for the next use.  

Open the hood and you will see 2 screws in these locations behind 

the scoop. Remove these 2 screws and mount the supplied brack-

ets. Its easier to remove the red backing from the adhesive on the 

brackets before you mount them.  

You may have to slightly bend the brackets to make sure they fit 

flat against the led bar. Center the led bar then stick it to the 

back side of the brackets. Press in place firmly.   

Next move under the front of the car and remove the 6 screws hold-

ing the flexible panel in place.  

This is the panel you need to remove to gain access to the 

grill area.  

There is a bumper bar that goes across this area that the led strip 

for the grill gets mounted to. Attach the strip facing down. This              

Image is on a C7 but C6 has the same bar.  

Place a light behind the grill and you will see an opening below this 

sensor in the engine compartment to pass the grill strip through. It is 

located below and to the right of where you mounted the led bar for 

the scoop.  



Al that is left is to route the wire up to the fender cove 

control box. There may be extra leads on the control box 

harness that you can simply use the butt connectors to 

connect to. If no extra connectors are present on your-

cove lighting kit you can use the T-tap connectors to con-

nect the led wires.  If you don’t want to connect the 

lights to a control box you can route the wire over to the 

side markers and connect them to that system. The leds 

will come on whenever the side markers or headlights 

come on.  

To use the t-taps, place the wire in the metal V then close with a 

pair of pliers. The led wire than plugs into the back of the t-tap 

shown next.  

You will notice this connector in the power wire leading to 

the led kit. You can simply unplug the red wire if you want to 

run your other lights without showing the front scoop/grill 

kit.  


